
MDR-X

Pressure ranges

3 bar	 / 43,5 psi		 / 300 kpa
5 bar	 / 72,5 psi		 / 500 kpa
6 bar	 / 87 psi		 / 600 kpa
8 bar	 / 116 psi		 / 800 kpa
9 bar	 / 130,5 psi	 / 900 kpa
11 bar	 / 159,5 psi		 / 1100 kpa
16 bar	 / 232 psi		 / 1600 kpa
25 bar	 / 362,5 psi		 / 2500 kpa
35 bar	 / 507,5 psi/	 / 3500 kpa
3 bar, pressure-resistant up to 25 bar
8 bar, pressure-resistant up to 25 bar
45 bar	 / 652,5 psi	 / 4500 kpa

Version

EURO-Standard with screw terminals
US-Standard with screw terminals
EURO-Standard screw terminals and UL
Standard with quick-connects
Large wiring space (MDR 4S)
Reverse switching function, large wiring space (MDR 4SU) 
Transparent Cover (MDR 4SD)
EURO-Standard with screw terminals, without pressure differential

EURO-Standard with screw terminals and UL, without pressure differential

US-Standard with screw terminals, without pressure differential

Flange

G 1/2"
G 1/4"
G 3/8"
F 1/2", 4-Way
F 1/4", 4-Way
F 3/8", 4-Way
G 1/4", NPT
G 3/8", NPT
F 1/4", NPT, 4-Way
F 3/8", NPT, 4-Way
G 1/2", Gauge connection 1/4"
G 1/4", Gauge connection 1/4"
G 3/8", Gauge connection 1/4"
G 1/4", Steel
G 1/4", Steel, with swivel nut

Diaphragm

Standard
For tight pressure differential (roller diaphragm)
Suitable for use with foodstuffs

ON/OFF Manual Switch

With ON/OFF
Without ON/OFF 

Printing

Condor

Cut-out pressure

Pressure in digits (3-figure)
xxx= not pre-adjusted
e.g bar = 060

Cut-in pressure

Pressure in figures (3-figure)
xxx= not pre-adjusted
Example 6 bar = 060

Unit pressure

Bar (> 1 bar => 010)
psi
Kpa (> 100 kpa => 010
Bar (< 1 bar => 100)
Kpa (< 100 kpa => 100)
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MDR-X

Valves

Without unloader valves
Unloader valves EV, screw fitting 6 mm
Unloader valves EV i, screw fitting 1/4"
Unloader valves EV S, quick-connect 6 mm
Unloader valves EV W, 90°, screw fitting 6 mm
Unloader valves EV Wi, 90°, screw fitting 1/4"
Unloader valves EV WS, 90°, quick-connect. 6 mm
Unloader valves EV M5, screw fitting 6 mm, port fitting M5
Unloader valves EVi M5, screw fitting 1/4", port fitting M5
Unloader valves EV WSi, 90°, quick-connect 1/4"
Unloader valves EV Ei, screw fitting 1/4"
Unloader valves EV H, screw fitting 6 mm
Unloader valves EV L, screw fitting 6 mm, port fitting 6 mm
Unloader valves EV Li, screw fitting 1/4", port fitting 6 mm
Unloader valves AEV, screw fitting 6 mm
Unloader valves AEV i, screw fitting 1/4"
Unloader valves AEV S, quick connect 6 mm
Unloader valves AEV W, 90°, screw fitting 6 mm
Unloader valves AEV Wi, 90°, screw fitting 1/4"
Unloader valves AEV WS90°, quick-connect 6 mm
Unloader valves AEV WSi, 90°, quick-connect 1/4"
Unloader valves EV E, screw fitting 6 mm for MDR 5, 6
Unloader valves EV 5, screw fitting 6 mm, port fitting 6 mm
Unloader valves EV Si, quick-connect 6 mm

Cable glands

Without cable glands
Cable grommets / blanking plug
PG 11 conduit
PG 11 complete
PG 11 Z with strain relief
PG 11 ZK with strain relief and cable support
PG 13.5 conduit
PG 13.5 complete
PG 13.5 Z with strain relief
PG 13.5 ZK with strain relief and cable support
PG 16 conduit
PG 16 complete
PG 16 Z with strain relief
PG 16 ZK with strain relief and cable support
PG 16/13,5 ZK with strain relief and cable support
PG 16/13,5 Z with strain relief
PG 16/11 complete
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Special Accessories

Without special accessories
ST Mini Barb EV/AEV connector for plastic tubing

Terminal cover, VBG 4   MDR 2
Additional cable glands PG 9V MDR 3

Hourmeter kit 400 V / 50 Hz
Hourmeter kit 230 V / 50 Hz
Hourmeter kit /  battery supplied
auxiliary switch
scale

Releases

Without release
Undervoltage release 230 V  / 50 Hz
Undervoltage release 400 V  / 50 Hz
Undervoltage release 480 V  / 60 Hz
Undervoltage release 240 V  / 60 Hz
Shunt release 24 V  / 50 Hz
Shunt release 110 V  / 50 Hz
Shunt release 230 V  / 50 Hz
Undervoltage release 24 V  / 50 Hz
Shunt release 400 V  / 50 Hz

Undervoltage release 400 V  / 50 Hz
+ phase monitoring board

Releases (Note: use off small/capital initial letters)

Without overload relay
Without contact block
Overload relay   0.63 – 1.0 A
Overload relay   1.0 – 1.6 A 
Overload relay   1.6 – 2.5 A
Overload relay   2.5 – 4.0 A
Overload relay   4.0 – 6.3 A
Overload relay   6.3 – 10.0 A
Overload relay   10.0 – 16.0 A
Overload relay  16.0 – 20.0 A
Overload relay 20.0 – 24.0 A
Overload relay 20.0 – 30.0 A, 2 pole
Overload relay 10.,0 – 16.0 A, for higher switching capacity

Overload relay 16.0 – 20.0 A, for higher switching capacity

Overload relay 20.0 – 24.0 A, for higher switching capacity

Overload relay  0,86 - 1,5 A
Overload relay  1,5 - 2,45 A
Overload relay  2,4 - 4,2 A
Overload relay  4,0 - 7,0 A
Overload relay  6,1 - 10,3 A
Overload relay  9,0 - 14,0 A
Overload relay  11,0 - 18,0 A
Overload relay  18,0 - 25,0 A, 2 pole
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Cut-out pressure

Pressure in digits (3-figure)
xxx= not pre-adjusted
e.g bar = 060

Cut-in pressure

Pressure in figures (3-figure)
xxx= not pre-adjusted
Example 6 bar = 060

Unit pressure

Bar (> 1 bar => 010)
psi
Kpa (> 100 kpa => 010
Bar (< 1 bar => 100)
Kpa (< 100 kpa => 100)


